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20mm worktop 
thickness mark

See TCH.... type for 24-37mm worktop thickness

Gastype Country
X Natural gas / 17.2mbar/ 1/4psi USA / CAN

Propane/butane gas / 27.5mbar /0.40  psi USA / CAN

G20 / 20mbar
AT, CH, CZ, DE, DK, EE, ES, 
FI, GB, GR, HU, IE,
IL, IT, LU, PT, SE, SK, SI

G30 / 30mbar DK, EE, FI, GB, GR, HU, IL, 
LU, NL, NO, PT, SE, SI

G25.3 / 20mbar DE, LU
G25.3 / 25mbar NL
G20 - 25/20-25mbar BE, FR

Gastype Country
X Natural gas / 17.2mbar/ 1/4psi USA / CAN

Propane/butane gas / 27.5mbar /0.40  psi USA / CAN

Tulip Cooking - EAST TC0503  9-24mm worktop 

Referentie:  ( abk34139-tek.presentatie) /  (15-12-2022 JT)

Material: Polished stainless steel   /   Tolerances:  sheet metal  ± 1mm, welded constructions   ± 2mm

Reference: Commission: 
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Tolerances +/- 1mm

Keep this area
free off
reinforcement
beams

For worktops >=20mm thickness see 
the extra installation instructions

Hole patern in the worktop

Tulip Cooking - EAST TC0503  9-24mm worktop 

Referentie:  ( abk34139-tek.presentatie) /  (15-12-2022 JT)

Material: Polished stainless steel   /   Tolerances:  sheet metal  ± 1mm, welded constructions   ± 2mm

Reference: Commission: 



Aluminum Mounting Plate TC0503 

Bottom Edge TC0501/503 1-24mm/900kast/normal depth 

Top Edge TC0501/503 1-24mm/1200kast/normal depth 

Bottom Base Plate TC0503 

Crane Mounting Plate 5V 

Reinforcement Beam 497 bottom 
(2x) 

Burner Bracket Strong & Normal Defendi (4x) 

Worktop EAST TC0503 

Mounting Hook (5x) 

Gas Line TC0503 

Burner Bracket Defendi Wok (1x) 

Tulip Cooking - EAST TC0503  9-24mm worktop 

Referentie:  ( abk34139-tek.presentatie) /  (15-12-2022 JT)

Material: Polished stainless steel   /   Tolerances:  sheet metal  ± 1mm, welded constructions   ± 2mm

Reference: Commission: 
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SECTION C-C

A
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SECTION A-A

Grid Heights

Wok burner:
45 mm height = 5kW
40 mm height = 4kW

Rapid, Semi-rapid & Simmer burner all have the same height (40mm)
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